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RADCOMM RADIATION DETECTION SYSTEMS 

VEHICLE ENTERS
SYSTEM

Speed
Alarm?

Counts
Alarm?

Vehicle clear
Vehicle can exit/

enter

Radia�on Acceptance
Report

Send vehicle through
again at

less than 5 mph

RESET AUDIO only
Inform driver they have to pass

through detectors again

Which pass
was this?

No No No

Yes Yes

1st
Remove vehicle from

system

3rd

Loca#on of
alarm?

Alarms in
denser
areas?

Lots of
mud / clay?

Counts
alarm?

Scan driver and cab
with RC2

Vehicle
cab

Vehicle
body

Isolate vehicle 30m
from system

Hose vehicle down
Inform supplier to load

evenly

Uneven load
/ odd shape?

YesYes

No

Yes

Replace driver

Send vehicle through system again at less than 5 mph

No

No

Yes

No

Press RESET

2nd

Reverse vehicle
through the detectors

at less than 5 mph

Counts
alarm?

RESET AUDIO only
Inform driver they have to pass through

detectors again.
Note loca�on of alarm and counts level.

Vehicle clear
Vehicle can exit/

enter

Radia�on Acceptance
Report

No No

Counts
match?

Yes

No5th counts
alarm?

No

Yes

ISOLATE VEHICLE
Call RPO

Put on PPE
Scan with RC2

Press RESET

Less than
5,000 cps?

Dump Load
Use RC2 to locate

source
Photograph source

Inform RPO as per company
policy.

Inform supplier.
Inform regulatory body.

No

Yes

Cordon off vehicle
Do Not Approach 
Re+re +ll readings

lower than 5,000 cps

Source type?
Use li. truck to

remove source from
load

Use tongs to
place in haz bag

Seal bag

Small,
e.g. dials

Large, 
e.g. pipes

Place source in
quaran�ne area.
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